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PROCESS-RELIABLE SEPARATION

In automatic processing and output of piles of parts from labelling stacks two issues generally play a
major role:

= Tilting of the parts by the burr
= Bonding of the name plates due to adhesion

This creates unwanted disruption and the process does not run smoothly.
MicBoss® is the solution to both problems because it creates a process-reliable, fixed distance between
the individual parts.

ADVANTAGES

micboss® in detail

= Process reliability thanks to fault-free removal
= No visual interference due to the small embossing style and coverage of the
embossing with the rivet head

OPERATING PRINCIPLE

= Layering of the parts to form a stack. Due to the distance created between Cross section of the stack
the surfaces thanks to the height of the embossing, the parts rest loosely on

one another without becoming stuck together
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= During processing, the parts are removed from a stack, for example L.
= The parts are prevented from sticking to each other and the resulting | a
unwanted removal of multiple parts is prevented by the embossing; the
removal process takes place without any issues

Are you looking for the perfect solution for your process?
Discuss your requirements with our experts and we will work with you to develop the optimum
product for your application. Contact our product labelling team now

info@sommer.de
Phone +49.7141.2745-0

Please note: The information contained in this product sheet has been compiled on the basis of our current experience.
No liabilities for us can be derived on that basis. We always recommend prior testing by the end user.
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